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Living with Hydraulics

JFeatures
S *Rated Pressure : 31.5 MPa

*Max. Pressure : 35 MPa

Compact
*Much more compact than
conventional pumps
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Global *Pump mounting surface conforms to

@ 1SO3019(-1,-2)
Available in all regions

[_] Specifications

Series number A3HM18, A3HM28, A3HM45, A3HM63, A3HM85, ASHM100 Pressure Adj. Range 3.0-31.5MPa
Geometric Displacement 18.6 - 100.7 cm?¥rev Min. Shaft Speed 300 r/min

Pressure Compensator Type Max. Shaft Speed 2300 - 3400 r/min
Control Type Pilot Pressure Control Type Pressure Compensator

Load Sensing Type Suction Pressure -20 kPa - +400 kPa
Rated Pressure 31.5 MPa Seal Material FKM(Fluoro Rubber)
Max. Pressure 35 MPa

[_] Control Type

Select the necessary control type by simply replacing the respective on-board control valve.

* For actual rearrangement, please contact your local Pilot Pressure Control Type Pressure Compensator

distributor.

[_] Through Drive

Since the driven side pump can be installed, the maximum

flow rate range is expanded. A
* Shaft torque is limited. Please, operate within the allowable range. [ ;_Le
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[_] Applications (For Examples)

Construction Machinery Argiculture Vehicles Forestry Vehicles Industrial Vehicles
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